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CATALOG NO. DESCRIPTION

2137.51 Power & Energy Logger Model PEL 102 (no LCD w/3 MA193-10-BK Sensors)

2137.52 Power & Energy Logger Model PEL 103 (with LCD w/3 MA193-10-BK Sensors)

2137.61 Power & Energy Logger Model PEL 102 (no LCD or Sensors)

2137.62 Power & Energy Logger Model PEL 103 (with LCD, no Sensors)

Large Functional Displays

Models PEL 102 & PEL 103

�FEATURES

•   Simple to use, single-, dual (split-phase) 
and three-phase (Y, ∆) power & energy 
loggers

•   Designed to work in 1000V CAT III and 
600V CAT IV environments and fits in  
many distribution panels

•   Power measurements: VA, W and var
•   Energy measurements: VAh, Wh  

(source, load) and VARh (4 quadrants)
•   DataView ® software for configuring  

real-time communication with a PC and 
report generation with pre-defined or  
user defined templates

•   Ethernet compatible
•   Minimal programming required
•   Displays stored measurements display or via 

Bluetooth (Class 1 - communicates up to 
300 ft) to a PC or the Android™ based  
mobile application

•   Satisfies the requirements of  
NEC Code 220.87

•   Measures AC/DC  
(current probe dependent)
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Measurement Mode

Android™ App Available!

Information Mode

Max Mode Harmonic Mode

Hook up, voltage and current ratios and 
aggregation period can be con�gured from 
the front panel of the PEL 103.

Max values for voltage, current (including 
neutral current), power and harmonics.

Total Harmonic Distortion (THD) can be 
displayed by phase or phase to phase.  
Neutral current THD can also be displayed.

Real-time updates are displayed for voltage, 
current, power, frequency, power factor and 
tangent.

�PRODUCT INCLUDES

● Con�gure Measurements  
 and Recordings

● Display Data in Real-Time

● For Use on any Device with an  
 Android Platform
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SENSOR TYPE CURRENT RANGE ACCURACY 
(TYPICAL)

TYPICAL  
ERROR  

ON Φ AT  
50/60HZ

MAX 
CONDUCTOR 

SIZE

USED WITH 
MODEL

LIMITED 
RANGE IF  

USED WITH 
MODEL

MiniFlex® MA193 *

100mA to 3000Aac ±1% 0° 2.75" 
(70mm)

PEL 102 
PEL 103  

8333 
8336

8220 
8230 
8435

MR193

1 to 1000Aac

1 to 1300Adc
±2.5% -0.80° 1.6" 

(41mm)

PEL 102 
PEL 103  

8333 
8336

8220 
8230 
8435

SR193

1 to 1200Aac ±0.3% +0.2° 2.05" 
(52mm)

PEL 102 
PEL 103  

8333 
8336

8220 
8230 
8435

AmpFlex® 193 *

100mA to 12,000Aac ±1% 0°

7.64" 
(190mm) 

or
11.46" 

(290mm)

PEL 102 
PEL 103  

8333 
8336

8220 
8230 
8435

MN93

0.5 to 240Aac ±1% +0.8° 0.78" 
(20mm)

PEL 102 
PEL 103  

8333 
8336

8220 
8230 
8435

MN193
100A 200mA to 120Aac ±1% +0.75°

0.78" 
(20mm)

PEL 102 
PEL 103 

8333 
8336

8220 
8230 
8435

5A 5mA to 6Aac ±1% +1.7°

Battery operated

24" or 36"  sensor
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CATALOG NO. DESCRIPTION

1201.51 AC/DC Current Probe Model SL261 (BNC)

2140.28 AC Current Probe Model MR193-BK

2140.32 AC Current Probe Model MN93-BK

2140.33 AC Current Probe Model SR193-BK

2140.34 AmpFlex® Sensor  24" Model 193-24-BK 

2140.35 AmpFlex® Sensor 36" Model 193-36-BK

2140.36 AC Current Probe Model MN193-BK 

2140.48 MiniFlex® Sensor 10” Model MA193-10-BK

2140.49 AC/DC Current Probe Model J93-BK

SENSOR TYPE CURRENT RANGE ACCURACY 
(TYPICAL)

TYPICAL  
ERROR  

ON Φ AT  
50/60HZ

MAX 
CONDUCTOR 

SIZE

USED WITH 
MODEL

LIMITED 
RANGE IF  

USED WITH 
MODEL

SL261 **
100A 5 to 100Aac/dc ±4% ±0.5°

0.46" 
(11.8mm)

PEL 102 
PEL 103 

8333 
8336

8220 
8230 
8435

10A 50mA to 10Aac/dc ±3% ±1°

J93

50 to 3500Aac

50 to 5000Adc
±1% ±1°

2.83" 
(72mm) 

 
Busbar: 

5 x 1.69" 
(127 x 43mm)

PEL 102 
PEL 103  

8333 
8336 
8435

N/A

* Maximum current reduced by a factor of 2 for 400Hz fundamental frequency. 

Note: Refer to the power meter’s product user manual for complete specifications.
** AC/DC Current Probe BNC Adapter  
   for Model SL261 only
   Catalog #2140.40

Battery operated

Battery operated




